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SILL DETAIL
SLIMLINE

CAULKING AS
REQUIRED

JAMB

GLASS

FRAMING

INTERIOR
DRYWALL

EXTERIOR MATERIAL

 SHEATING

BLOCKING
AS REQUIRED

FLASHING
AS REQUIRED

RUBBER

PAN FLASHING

Ⓣ

ⓉⓉ

Ⓣ

These details are recommendations only and for design consideration only.
They should not be used for construction and a design professional should be consulted for final construction drawings.

All units should be waterproofed both after the building wrap, and on completion of the exterior material.
ADDITIONAL DETAILS PROVIDED ON REQUEST



THRESHOLD DETAIL

INTERIOR
FLOOR MATERIAL

DOOR

THRESHOLD

CAULKING AS
REQUIRED

WATERPROOFING
(by others)

EXTERIOR MATERIAL

PAN FLASHING

RUBBER

Ⓣ

ⓉⓉ

Ⓣ

SLIMLINE

These details are recommendations only and for design consideration only.
They should not be used for construction and a design professional should be consulted for final construction drawings.

All units should be waterproofed both after the building wrap, and on completion of the exterior material.
ADDITIONAL DETAILS PROVIDED ON REQUEST



HEAD DETAIL

 JAMB

GLASS

FRAMING

INTERIOR
DRYWALL

EXTERIOR MATERIAL

 SHEATING

BLOCKING
AS REQUIRED

FLASHING AS
REQUIRED

CAULKING AS
REQUIRED

RUBBER
FLASHING

RUBBER

Ⓣ

ⓉⓉ

ⓉSLIMLINE

These details are recommendations only and for design consideration only.
They should not be used for construction and a design professional should be consulted for final construction drawings.

All units should be waterproofed both after the building wrap, and on completion of the exterior material.
ADDITIONAL DETAILS PROVIDED ON REQUEST



 JAMB

GLASS

FRAMING

INTERIOR
DRYWALL

EXTERIOR MATERIAL

 SHEATING

BLOCKING
AS REQUIRED

FLASHING AS
REQUIRED

CAULKING AS
REQUIRED

RUBBER
FLASHING

RUBBER

Ⓣ

ⓉⓉ

Ⓣ

These details are recommendations only and for design consideration only.
They should not be used for construction and a design professional should be consulted for final construction drawings.

All units should be waterproofed both after the building wrap, and on completion of the exterior material.
ADDITIONAL DETAILS PROVIDED ON REQUEST

DETAIL FOR WATER PROOFING
(CONSULT A DESIGN PROFESSIONAL FOR FINAL DETAIL)


